








 INSTALLATION MANUALINSTALLATIE HANDLEIDING

Automatische & handmatige versie Automatic & manual version

NL UK NL UK

Bewaar dit exemplaar in uw caravan!
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1 x	 Left and right motor unit
1 x	 Cross bar, 2x mounting clamps assemblies 	
1 x	 Remote control with 2x AA batteries, 1 x ECU
1 x	 1 mtr. red cable 10 mm2 / 1x 1 mtr. black cable 10 mm2

6 x	 Terminal connectors, 4 x tie wraps, 1 x distance measuring block of 1.5 cm
1 x	 Extendable wrench (only manual version)
1 x	 5 mtrs. flexible protection hose
1 x	 Caution sticker “Release rollers”

Easymatic version:

1x	 Hydraulic system, including protection cover
1x	 Multiplex plate 15x15 cm
1x	 1x 1 mtr. red cable 1 mm2 / 1x 10 Amp. fuse / 1x fuse holder / 1 x power main switch
1x	 1x 4 mtr. purple cable and 1x 4 mtr.  brown cable 1 mm2

1x	 Allen key M6
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1. PARTS LIST

Installation instructions

Instructions to install the “SimPark®” caravan mover
•	 Measure the distance between the chassis at the location of the installation.
•	 Measure the length of the cross bar and mark the middle with a marker (72.5 cm).
•	 Put the left and right motor unit together by means of the cross bar and beware that the marked point is 
	 in the middle. (See fig.1)

2. CROSS BAR AND MOUNTING CLAMPS

•	 SimPark® got supplies of mounting plates and clamps for different types of chassis.
•	 Place the mounting clamp (see fig. 2 ) over the cross bar and put the plate on top of it.
•	 Use a support to press the parking device to the chassis of the caravan and push the mounting clamps 
	 aside to the caravan chassis.

fig. 1
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Mounting clamps

•	 Be sure that the distance between the drive roller and the caravan tyre is 1.5 cm. Use the supplied 
	 distance measuring block.
•	 When everything is in one straight line and the distance between the drive roller and tyre is 1.5 cm, 
	 you can fasten the bolts A and B using a torque of 70 Nm.
	 (Please mind: a loaded caravan may influence the distance between drive rollers and tyres)
•	 Check now if the distance between the drive roller and the tyre is still the same. Correct the distance 
	 if needed.
•	 When the distance is OK, you can fasten the bolts C using a torque of 70 Nm, these bolts prevent the system 
	 from sliding on the chassis. In some cases the M10 mm flat washers have to be removed to get maximum 
	 pressure on the caravan chassis.
•	 Fasten the bolts of the connection bar with 25 Nm.

fig. 2
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fig. 3
Vario III chassis

fig. 5
L en U profile
caravan chassis

fig. 6
Dimensions
SimPark® caravan mover

fig. 4
Hobby I chassis

3. CHASSIS PROFILES AND DIMENSIONS
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Installation of the Easymatic version

4. HYDRAULIC SYSTEM

fig. 7

The hydraulic pipes have to be bind up to the chassis and the 
caravan floor.

	 Take care while bending the pipes. Be sure there are no kinks
	 in the pipes, this will damage the pipes (see fig. 7). 

Do not
kink

the pipes

Install the hydraulic pump in the middle of the cara-
van floor underside. Smear a small amount of glue on the 
wooden multiplex plate (15x15 cms) and screw it against the 
caravan floor underside, on the previously selected location. Fix the 
hydraulic pump against the wooden plate.

	 Be sure that the hole in the cover is corresponding with
	 the pressure release valve on the pump. In the event of a 
	 malfunction, the pressure release valve can be operated 
	 through this hole. The pressure will be released and the drive 
	 rollers can be pushed back from the tires.

fig. 8

Lead the pipes and the electric cables through the holes of the 
cover and fix them against the caravan floor underside, free of 
moving suspension parts.
	
	 Be sure when closing the cover, that the pipes are free and
	 not squeezed.

fig. 9

Electr.leads

Release valve

☞
☞

☞
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Remove the protection covers from the pipes. Be careful that dirt 
or other foreign material does not enter the pipes. This will cause 
damage to the hydraulic system.
	
	 Be sure that the pipes are put straight in the system.
	 Do not use any tools for mounting the pipes, light pressure is 
	 enough to put the pipes in the system.

fig. 11

The drawing shows clearly that the on-even numbers go on the top 
and the even numbers go on the bottom of the distribution block.
The pipes are marked 11-12-13 and 14. On the drawing shows clearly 
marked that the on-even numbers go on top and the even 
numbers go on the bottom of the distribution block (See fig. 12).
When the pump has been installed, you must check if the system 
is not leaking. Connect the red + and the brown – cables of the 
hydraulic pump on the battery. Connect the green or yellow cable
to the positive + pole of the battery to activate the pump unit. 
Let the hydraulic pump run for a couple seconds to bleed the 
system and to check if the pipes are not leaking.

fig. 12
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fig. 10

To remove the transportation blocks, unscrew the locking bolts as 
shown on the photo (see fig. 10), using the correct size torque 
wrench.

	 Be sure no dirt is coming in the openings. This may damage
	 the system. Turn the bolts, but not completely, a few turns 
	 should be enough to remove the transportation blocks.

Check if the total system has been installed properly!

☞
☞
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IMPORTANT!

5. ELECTRONIC CONNECTIONS

fig. 13

Before you begin with the installation of the electronic parts, be sure that the battery has been disconnected 
to prevent short circuits during installation.

•	 Place the ECU (as close as possible near the battery) on the inside of the caravan. Put the antenna in a 
	 vertical position. The connection points on the ECU are clearly marked, (see fig.13) The battery positive +
	 is the RED wire and negative - is the BLACK wire. The positive + marked points is the green (L.motor) or 
	 yellow wire (R.motor) and the negative – is the brown (R.motor) or blue wire (L.motor). 
•	 Lead the cables through the supplied flexible protection hose and tie them against the chassis. Use the 
	 supplied tie wraps. Be sure that the cabling has been tied securely, to avoid cable damage.
•	 The connection points on the ECU are clearly marked, positive is red and negative the black cable.

		  DO NOT shorten the cables and be sure that the colors of the motor cables are together.
		  If  wrongly connected, the electronic ECU will be destroyed immediately
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•	 Place the warning sticker  “Release rollers” near the tow coupling of the caravan. 
      This instruction manual and a very clear instruction video can be viewed on our website: www.simpark.eu

•	 2x  6mm2 cables, red and a brown 6 mm2 cable. Both cables go to the battery, the red one goes to the + pole 
and the brown one to the - pole of the battery.
•	 2x 1mm2 cables, yellow and green have to be connected on the ECU. The yellow on pin 9, the green on pin 7.
•	 1x 1mm2 red wire to be connected from the positive of the battery to pin 8 on the electronic ECU with
	 a 10 Amp. fuse.  Connect the power main switch between the RED cable as shown on the picture below.  
• 	 The purple and brown cable goes to the poles + and - of the caravan connector. (Safety feature).

Easymatic connections and functions

NL UK

PIN 7 - GREEN

PIN 9 - YELLOW

BLUE GREEN

BROWN

RED

YELLOW

PIN 6 - PURPLE TO PIN 9 OF THE
TOWHOOK SOCKET

TO PIN 13 OF THE
TOWHOOK SOCKET

PIN 8 - RED

PIN 5 - BROWN

BROWN

GROUND

10 AMP.

12 VOLT

Hydraulic pump

Main switch

Battery
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fig. 14

Rear view receiver

Match button for 
remote controller

Antenna connections  (see fig. 15)

Pin 1	 GND	 Not in use, only in case of mounting a Coax centre antenna cable

Pin 2	 Signal	 Antenna : black supplied copper wire / flying lead or enter of a Coax cable

Pin 3	 GND	 Not in use, only in case of mounting a Coax cable protection shield

Pin connections (see fig. 15)

Pin 4	 12 volt	 +12 V External Buzzer, max. 500mA, is functional parallel to internal buzzer

Pin 5	 GND	 Brown cable to pin 13 of the towhook socket

Pin 6	 12 volt	 Purple cable to pin 9 of the towhook socket (safety feature)

Pin 7	 Impuls	 Green cable to engage the drive rollers off the tires

Pin 8	 12 volt	 Red cable to 12 volt + of battery use of a 10 Amp. fuse is advisable

Pin 9	 Impuls	 Yellow cable to disengage the drive rollers on the tires

- + - + - +
Motor L

ECU

Motor R

Pinnumber
3 2 1

Pinnumber
9 8 7 6 5 4

Battery

fig. 15

Top view receiver

Antenna:
Pin no.2 is the antenna

Multi connector: Pin 6 = 12 volt
Safety feature function
(pin 9 of tow hook socket)
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You became the owner of a the SimPark® caravan mover. 
Please read the following instructions carefully to ensure optimal and safely use of the caravan mover. 

		  If u use the motorized parking device for the first time, we recommend you read the following
		  information carefully.
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6. USERS MANUAL

Drive rollers engage 
Push the remote control “on/off “ button until the red light comes on. Than push the button “rollers on” and hold 
it. After 3 warning beeps the rollers will engage with the tires.

Drive rollers disengage 
Push the remote control “on/off “ button until the red light comes on. Than push the button “rollers off” and hold 
it. After 3 warning beeps the rollers will disengage from the tires.

Hydraulic activation by remote control
•	 Drive rollers engage: Push the remote control “on/off “ button until the red light comes on.
	 Push the button “rollers on” and hold it. After 3 warning beeps the drive rollers will engage with the tires. 
•	 Drive rollers disengage: Push the remote control “on/off “ button until the red light comes on. 
	 Push the button “rollers off” and hold it. After 3 warning beeps the drive rollers will disengage from the tires. 

Functions remote control

fig. 16

Drive direction

Right forwards

Left backwards

Backwards

Rollers off

Forwards

Left forwards

Right backwards

Rollers on

On/Off
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Switch on the ECU

Without remote controller
After turning on the battery power, the ECU will be activated and 1 beep will be audible. If the remote controller 
has not been recognized, the ECU will turn into sleeping mode. Power consumption in standby mode will be 90mA. 
With controller
When the remote controller has been recognized, the ECU will be activated. The ECU will test the Relay and Fets 
by switching the relay on and off. After 1 beep the cool fan’s will be activated. Power consumption will be 330mA. 
When the remote controller has been switched off, the ECU will enter automatically into the standby mode. 

Safety features of the ECU

Switching off the remote controller 
When you switch off the remote controller the ECU will enter automatically into standby mode.
The remote controller will automatically shut off  after a time out of  60 seconds.

Temperature protection
The ECU will enter the error mode when the PC board has reached a temperature of +/- 75 degrees. See also 
the summary of errors. The ECU will reset automatically when the temperature drops with 15 degrees.

Low voltage protection
The ECU will enter the error mode when the voltage drops under 8,5Volt. See error summary.
After 30 seconds the ECU will reset in case the voltage becomes higher than 8,5 volt.

Status legend
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Status	 Number of beeps	 Cooling fan

Activation of ECU	 1 x	 Off

Recognizing of remote controller	 1 x	 On

Tow hook detection	 1 per second	 Off

Switch next to antenna for resetting

the remote controller	 2 x	 --

Error 

Maximum current level per motor.

Immediately disconnected  @ +- 210A.

After 2 sec. disconnected  @ 150A	 Beep salvo 3 seconds long per motor

		  Number of beeps per 2 seconds

Motor (detection) error	 3 x

“Fets” error	 4 x

Temperature above 75 degrees	 5 x

Battery voltage lower than 8,5V	 6 x

NL UK



 Safety precautions

•	 Practice in an area which is free from parked cars and/or other obstacles.
•	 Be sure that there are NO children playing near the caravan during operation.
•	 Before moving the drive rollers into position, be sure there are no stones or other sharp objects between 
	 the drive rollers and the tyres.
•	 Do not stay too far from the caravan so you will be able to quickly intervene if necessary. A distance of 4 
	 meters is sufficient. In the event of a malfunction, immediately switch off the system by pressing the on/off 
	 button and apply the hand brake.
•	 If the caravan have to be moved downhill, be sure the tongue of the caravan is pointed downhill.  
	 This enhance the stability of the caravan during movement and prevents swaying and/or tipping of the 
	 caravan.
•	 The caravan parking device is not a parking brake. Once the caravan is in place, first apply the handbrake 
	 and chock the wheels, then retract the drive rollers from the tyres.
•	 Store the remote control in a safe, dry location out of the reach of small children.
•	 The caravan must never be towed while the drive rollers are applied; this can cause damage to the drive 
	 rollers and/or tires.
•	 Never store personal electronic equipment such as cameras, laptop computers and digital playback 
	 devices in the same compartment as the electronic receiver or near the attached electric cables.
•	 The magnetic field generated by the electrical system may damage your equipment. 
•	 When the caravan is to be stored for a long period, we recommend you to remove the batteries from the 
	 remote control. This prevents damage to the remote control as a result of leaking batteries. Also turn off 
	 the main power switch.
•	 Dispose of discharged or leaking batteries in the chemical waste container intended for this purpose. 
	 When stowing the caravan for two months or longer, we advice yo to remove the caravan battery and 
	 charge it to prevent total discharge
•	 Be sure the battery (105 Ampere semi-traction) is fully charged.
•	 Check the pressure of your caravan tyres. Contact your dealer for the tyre pressure specifications. 
•	 To ensure safety, first apply the handbrake.
.

Engaging the drive rollers of the manual version
Make sure there are no stones or other hard/sharp objects between the tyres and the drive rollers. Place the 
provided adjustable wrench on the drive nut of the caravan mover and then turn the wrench until the locking 
pin engages with the locking hole. You will hear a click when this occurs. Repeat this procedure on the other side. 

Disengaging the drive rollers of the manual version 
Place the adjustable wrench on the drive nut of the caravan mover and exert light pressure on the wrench 
while pulling the locking pin toward you. You will feel it move easily; you can now release the locking pin.  
Turn the wrench until you hear another click; now the friction roller is in the retracted position.
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The “Easymatic” automatic version

External buzzer output: The connection for an external buzzer, for extra safety, will go together with the 
internal buzzer. The maximum consumption of this buzzer may not exceed 0,5 Amp.

Tow hitch safety feature: Pin 9 of the 13 pole tow hook socket is a permanent power cable. This cable has to be 
connected to pin 6 of the ECU. Pin 13 of the tow hook socket is the negative cable, this has to be connected to 
pin 5 of the ECU. When the connector of the caravan is attached to the socket of the tow hook , the power of 
12volts from pin 9 will disengage the drive rollers from the tyres. Activation of the drive rollers during driving 
will not be possible. If you forget to disengage the drive rollers from the caravan tyres, the 12 volts of Pin 9 
will activate the electronic system automatically to disengage the drive rollers from the caravan tyres.

		  This unique SimPark® safety provision makes it impossible to accidentally drive away with the drive rollers
	  	 engaged.

Quicker response time
The motors are now stopped immediately when they are shut off. This feature, in combination with the 
Slow-Start receiver, makes extremely accurate positioning possible. Due to the new features, the remote 
control is not compatible with the “standard” SimPark® and vice versa!

Keeping the drive rollers clean
Keep your SimPark® caravan mover, and particularly the drive rollers, free of grit, sharp particles, bits of wood, 
grease, mud and other contaminants. Use tap water and a brush to clean the friction rollers.

Emergency release valve
In the event of a failure in which the drive rollers will not return to the retracted position, release valve stop 
must be used. By opening the release valve a 1/4 turn, the pressure in the system system will be reduced 
so the drive rollers return to the retracted position. The emergency stop valve is located on the hydraulic 
pump. This pump is installed underneath your caravan, in the middle. The release valve is accessible via the 
hole in the housing, which is covered by a black rubber cap. Remove the rubber cap. Using the provided 
M6 allen key, and open the bolt a 1/4 turn. As soon as the drive rollers have reached the fully-retracted 
position, the release valve can be closed again.

Technical details
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Motors	 12 volt DC with gear box

Torque	 25-45 Nm (under normal circumstances), maximum 70 Nm.

Speed	 0.52 km/hour

Weight	 38 kg for the manual version / 40 kg for the Easymatic version   

Battery	 Recommended: 105 Amperes semi traction (sold separately)

Use	 Caravans to a max. of 2500 kilograms, A 20% incline can easily taken with Caravans of 2000 kg.

Material used	 Stainless steel and Aluminium

Subject to technical changes

NL UK



Maintenance
Keep your SimPark® caravan mover, and particularly the drive rollers, free of grit, sharp particles, bits 
of wood, grease, mud and other contaminants. Use tap water and a brush to clean the drive rollers. 
We recommend an annual inspection and lubrication of the moving parts carried out by your caravan dealer. 
The electronic components do not require any maintenance.
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The warranty period is 4 years and applies to all SimPark® parts as long as they are accompanied by a 
completed warranty form signed by your dealer. The warranty is non-transferable.

The warranty provides the purchaser with extra security in the event that the system does not function 
properly. It does not limit the rights of the purchaser but rather expands them. SimPark® is not liable for any 
damage that may result from a partial or complete malfunction of the parking assistance device.

The warranty only applies to parts that are submitted with the corresponding puchase invoice. The warranty 
becomes effective on the date of purchase. As of that date, for the duration of coverage provided by the 
warranty, the purchaser is entitled to repair and/or replacement under the terms of the warranty.

This warranty only provides compensation for complaints resulting from deficiencies in the materials and/or 
construction; such compensation is limited to the replacement of those parts required to complete the repair. 
Under no circumstances does it provide the right to reduction of the sale price, annulment of the purchase 
agreement or damage compensation for failure to comply with the terms.

A repair performed under the warranty does not extend the warranty period, nor does it entitle the owner to 
a new warranty period. Warranty repairs are only performed upon submission of the dated purchase receipt.
Warranty repairs may only be performed by authorized SimPark® dealers. For a list of dealers, select “Dealers” 
from the menu on the website www.simpark.eu. Only the first user is entitled to this warranty; the warranty 
expires upon transfer to a third party.

The warranty provides no coverage for the following
•	 The wear to parts, such as the drive rollers, that occurs during normal use. This does not apply to drive 
	 rollers that has been damaged during production or assembling.
•	 Poor functioning of the system due to contamination and/or poor maintenance.
•	 Transport risk and damage costs.
•	 Electronics with serial numbers that have been removed and/or made illegible.

Damage caused by
•	 Use of the system for non-standard purposes, inexpert use of the system, use contrary to the user’s manual,   
	 or functional  changes made to the system by the purchaser and/or third parties.
•	 Attempted repair by the purchaser and/or third parties.
•	 Accidents, acts of God, or other risks that are uninsurable by SimPark® such as light.

7. WARRANTY CONDITIONS
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